12-194 FORK GUARD REINFORCING KIT INSTRUCTIONS
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THE FORK GUARD REINFORCING KIT HELPS PREVENT
DEFLECTION OF THE FORK GUARD WHILE THE PRO
LAUNCH IS ENGAGED.

* INSTALL ITEMS # 1, # 2 AND OEM FORK GUARD SCREWS
ON FORK GUARD AS SHOWN IN FIGURE 1. USE THE
UPPER HOLE ON THE FORK STRAP AS A TEMPLATE AND
DRILL ©.250 HOLE THROUGH THE FORK GUARD.

* REMOVE ITEM # 2 FROM OEM FORK GUARD SCREWS.
INSTALL ITEM # 4 THROUGH ITEM # 1 AND FORK GUARD.
WHILE APPLYING DOWNWARD PRESSURE TO ITEM # 4
FROM THE INSIDE OF THE FORK GUARD INSTALL AND
TIGHTEN ITEM # 2 AND # 3 ON THE OUTSIDE OF THE
FORK GUARD.

* INSTALL FORK GUARD ON THE BIKE BY TIGHTENING THE
TWO FRONT SCREWS FIRST FOLLOWED BY THE SIDE
SCREW.
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SEVERE DAMAGE TO THE FORK TUBE COULD OCCUR IF
THE NUT IS INSTALLED ON THE BACKSIDE OR INSIDE THE
FORK GUARD. TIGHTEN THE NUT UNTIL THE STUD

IS NEAR FLUSH WITH THE INSIDE OF THE FORK STRAP
AS SHOWN IN FIGURE 2.

DO NOT OVER-TIGHTEN.
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